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Ratchet Loadbinder 

   Heavy duty ratchet load binder 
   Drop forged/cast steel, quenched &  
      tempered 
   Fitted with chain grab hooks 
   Minimum breaking load 3.5  times the  
      lashing capacity. 
 

   Drop forged/cast steel, quenched &  
      Tempered 
Heavy duty EN ratchet load binder
   Meets the performance requirements   
      of EN 12195 Part 3 
   Special grab hooks with locking device 
 

Ratchet Loadbinder EN 12195 part 3 

Grade 8 Loadbinder Chain EN818 

Size           
(mm) 

W.L.L.         
(kg) 

Inside     
Width       
(mm) 

Pitch        
(mm) 

Weight           
(kg/m) 

Product 
Code 

8 2000 10.8 24 1.4 LG8-8 

10 3150 14 30 2.2 LG8-10 

13 5300 17.5 39 3.8 LG8-13 

16 8000 21.5 48 5.7 LG8-16 

   Ideal for loadbinding 
Conforms to EN818 for  
      Use to EN12195
   Minimum breaking load  
      is 4 times W.L.L. 
   Proof tested to 2.5 times  
     Working Load Limit 
   Black Finish 

Chain  
Size   

(mm) 

Lashing 
Capacity 
(tonnes) 

Proof    
Load 

(tonnes) 

Minimum 
Breaking Load 

(tonnes) 

Length 
                     

a (mm) 

Length 
Open           

b (mm)  

Length 
Closed         
C (mm) 

Adjustment  
 

(mm) 

Weight   
 

(kg) 

 
Product 

Code 

8-10 2.45 4.9 8.62 355 750 580 170 4.82 LBR8-10 

10-13 4.175 8.35 14.97 355 770 600 170 5.92 LBR10-13 

13-16 5.9 11.8 20.865 355 840 685 155 7.85 LBR13-16 

 
Product   

Code 

Chain  
Size   

(mm) 

Lashing  
Capacity 
(tonnes) 

Proof    
Load 

(tonnes) 

Minimum 
Breaking Load 

(tonnes) 

Length 
                     

a (mm) 

Length 
Open           

b (mm)  

Length 
Closed         
C (mm) 

Adjustment  
 

(mm) 

Weight   
 

(kg) 

LBR8-EN 10 8-10 2.45 4.9 8.62 355 750 580 170 4.82 

LBR10-EN 13 10-13 4.175 8.35 14.97 355 770 600 170 5.92 


